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SUMMARY

This report covers the preliminary design of an inexpensive and
reliable means of exposing material samples to the space environment utilizing
the shuttle and Spacelab elements of the Space Transportation System. Pre=-
vious experiments of this nature have been less than fully successful due to
problems associated with isclation of the experiment before and after space

exposure, and contamination of the experiment during space exposure.

A typical Advanced Technology Laboratory mission flight plan was
developed and used as é guideline for the identification of a number of ex-
periment considerations. The experiment logistics beginning with sample
preparation and ending with sample analysis are then overlaid on the mission

in order to have a complete picture of the design requirements.

The preliminary design study breaks naturally into three sections,
The first section is containment which includes the handling of the prepared
samples in a vacuum chamber and then sealing the samples in the container
which goes to the space environment. The second section concerns the loca-
tion of the sample container relative to the Spacelab pallet during the period
of sample exposure, The third section.concerns deployment of the sample con-

tainer from its launch position to its exposure position.

The results of this prelimipnary design study fall into two cate-
gories. TFirst specific preliminary designs of experiment hardware which is
adaptable to a variety of mission requirements., Second, identification of
those mission considerations which affect hardware design and will require

further definition prior to final design.

Finally, a program plan is presented which will provide the neces-
sary experiment hardware in a realistic time period to match the plamned
shuttle flights. A bibliography of all material reviewed and consulted but

not specifically referenced is provided at the end of this report.
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Section 1

INTRODUCTION

The NASA Spacer Transportation System is_a.comprehensivé program
to provide an overall space flight capability for the next generatiom. The
System includes the Shuttle vehicles, boosters and arbiters, as well as an
experiment support module, Spacelab, and an orbital tug for orbital operation
beyond the Orbiter range. Virtually all of the United States and cooperative
nations space experiment programs will make use of this Transportation System,
Most experiments Which.cannot justify a dedicated flight will be grouped to-

gether on the Spacelab experiment support module.

Spacelab will consist of two sections: a pressurized laboratory
where the experimenters will work, and an adjacent platform, or pallet, sup-
porting instruments such as large telescopes and antennae needing direct ex-
posure to space or a broad field of view. The laboratory and pallet can be

used in various configurations according to user requirements.

Both sections will be developed and manufactuved by the European

Space Research Organization (ESRO) made up of many countries,

A statement issued by ESRO sets out the benefits to Europe and

the United States:

(a) Greatly increased weight and volume available for experi-

mentation at relatively low cost;

(b} Presence of trained scientists and technicians to maximise

positive results from all on~board experiments;

(c¢) Maximum use (and subsequent recovery and re-use) of exist-
ing, "off-the-shelf" instrumentation and support equipment

eliminating expensive test and qualification programmes;
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(d) Short experiment realisation time;

(e) Possibility of Earth laboratory-type experimentation in
space as a result of favourable launch environment and the

presence of man; and

(£f) Increased mission opportunities resulting from reusability

and shared mission costs.

Current NASA planning envisages that approximately 40 percent of
all Snace Shuttle flights from 1980 to 1991 will be Spacelagb missions., Be-
cause of the Shuttle's large payload capacity and relatively low cost per
launch, the cost per experiment will be significantly lower than at present,
A unigue characteristic of Spacelab is that it is béing degigned to accommo-
date the neced- of as many kirds of user in Furope and the United States as
possible, Their requirements are currently being established jointly by ESA
and NASA,

ihe Polymeric Materials experiment is intended to be one of a
group of experiments which will be flown one or more times and designated as
an Advanced Technology Laboratory mission. This esperiment is the sdabject of

this preliminary design study.

The polymeric Materials experiment is simply the exposure of a
group of material samples to the space environment, particularly ultraviblet.
However, in order to isolate the effect of the space exposure, the samples -
must be prepared and then sealed in an evacuated container. The container is
to be opened and the samples exposed during a portion of the flight. The
container must then be rescaled and stowed prior to reentry and maintained in
that condition until return to the experimenter at the Langley Research Cen-

ter,

This preliminary design study has investigated the total experi-
ment system including: preparation and handling of the material samples;
vacuum chamber design; contairer design; Shuttle Orbiter considerations;
mission and flight considerations; and the logistic of the Pclymeric Materials

experiment,
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Section 2

ADVANCED TECHNOLOGY LABORATORY (ATL) MISSION

2.0 MISSION SELECTION

The preliminary design of the polymeric materials experiment re-
quires a knowledge of a particular shuttle flight on which the experiment is
covered and a.general knowledge of the other experiments on that mission. In
order to provide such a perspective we used a typical ATL-1 Flight Plan.

Table 2-1 is a listing'of the experiment group that would be flown at ATL-1.

2,1 ORBITAI. CHARACTERISTICS
The ATL-1 mission is scheduled to 1lift off at 1600 hours Creen-

wich Mean Time 1 June 1982. Launch puts the spacecraft into a 230 nautieal
mile circular orbit approximately 45° with a resultant beta angle of approxi-
mately 16°, During the seven day mission the beta angle gradually decreases
to a final angle of approximately 11°, Of the total of 154 hours in orbit it
is planned that approximately 100 hours will be spent with the spacecraft in
a Z along local vertical (ZLV) attitude. Since this is a major attitude of
the spacecraft it is used as the basis'of a location selection for the poly-

meric materials experiment package.

Table 2-2 indicates some of the major considerations and their
relative values during the flight. After several hours in orbit the shuttle
doors are opened, exposing the pallet, and the spacecraft is maneuvered into
a Z along local vertical attitude, The longest period of time in continuous
ZLV attitude is approximately 24 hours between flight days 2 and 3. A total
of 18 maneuver periods are identified and are spaced throughout the flight.
Attitude control is maintained continuously by use of the vernier reaction
control system whereas the maneuvers as identified in Table 2-2 are accom-
Plished by the main reaction control system engines, The shuttle orbiter is

vented on the order of every 12 hours.
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TABLE 2-1, ADVANCED TECHNOLOGY LABORATORY (ATL-1) PAYLOAD

NV-1

© NV-2

EO-1

E0-7/8
PH-6

MB-1

MB-2
MB-4
MB-5
Cs-2
EN-1

EN-3

MICROWAVE INTERFEROMETER NAVIGATTON AND TRACKING AID
AUTONOMOUS NAVIGATION

LIDAR MEASUREMENTS OF CIRRUS CLOUDS AND LOWER STRATOSPHERIC
AFROSOLS

SEARCH AND RESCUE AND IMAGING RAﬁAR

ULTRAVIOLET METEOR SPECTROSCOPY FROM NERAR EARTH ORBIT
COLONY GROWTH IN ZERQ GRAVITY '
INTERPERSONAL TRANSFER OF MICRO-ORGANISMS IN ZERO GRAVITY
ELECTRICAL CHARACTERISTICS OF CELLS

SPECTAL, PROPERTIES OF BIOLOGICAL CELLS

ZERO GRAVITY STEAM GENERATOR

SAMPLING OF AIRBORNE PARTICLES AND MICRO-ORGANISMS IN THE
SPACE CABIN ENVIROWMENT

ENVIRONMENTAL EFFECTS OF POLYMERIC MATERIALS

oo

TABLE 2-2, POLYMERIC MATERIALS EXPERIMENT

6/1
6/2
6/3
6/4
6/5
6/6
6/7

6/8
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TABLE 2-2, POLYMERIC MATERTALS EXPERIMENT - (Continued)

CONSIDERATIONS
DOY 152 153 154 155 156 157 158 sSuM
ORBITAL 8 24 24 24 24 24 24 154
OPEN ' el 16

EXPOSURE 0 21 24 24 24 24 16 133

AR 0 21 23 10 22 22 2 100

INERTIAL 8 3 1 13 1 2 23 51

MANEUVER 4 2 2 2 2 2 4 18

VENT ¢ 2 2 2 2 2 2 14

EN 3 = =-w-
VAR Y
Y = VENT
M = MANEUVER
2.2 ABORT

The shuttle paylsad accommodations handbook, reference 1, speci-
fies that any payload e@uipmﬁnt which is deployed beyond the payload bay doors
must be capable of being separated in the event of an abort situation. It
should be further recognized, however, that some types of experimental equip-
ment will utilize launch restraints that will be unceupled during experiment
.activation. It seems probable that such hardware would have to be restrained
again prior to re-entry. The requirement to jettison hardware during an |
abort situation may encompass a greater number of experiments than had been

previously considered.

If a large number of experiment hardware items should fall into

this category it may be worth considering the provision of a.pallet separation
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sequence which would unlock and separate an entire pallet in the same fashion
as is being considered for the Long Duration Exposure Facility, reference 2.
The pallet-shuttle interface is essentially the same approach as is being

used on the Long Duration Exposure Facility.

A study of pallet separation for abort could jdentify the trade-
0offs and values of this approach., Two obvious values would be a lowered re-
entry weight and a potential for retrieval of pallet and experiments on a

later shuttle flight.

2.3 EXPERTMENT OPERATTIONS ‘
This experiment is scheduled for deployment 11 hours aftrer 1ift-

off or 3.00 hours of day 2. After 134 hours, 17.00 hours of day 7, the poly=-

mexic materials experiment is scheduled to be retracted and stowed., Retrac-

tion and stowage is estimated to be accomplished in approximately 20 minutes,

2.4 EXPERIMENT INTEGRATION

Although experiment integration is not required of this pr.limin-
ary design contract, it is necessary to make a cursory review of all other
experiments to determine that the deployment and operation of the polvmeric
materials experiment does not obviously compromise any other experiment or
visa-versa. This polymeric materials experiment package is expected to be a
low mass and its deployment even fo dis tances of 30 meters or more will have
only a negligible.effect on the center of gravity {CG) of the orbiter. Any
power required for deployment or retraction operations is anticipated to be
well within the power capabilities of the Spacelab. For the selection of an
exposure lo;ation and for the deployment operation itself there may be some
interaction with the Microwave Interfzrmometer Experiment, Consideration
must be given to the depioyment activities of these two experiments. It can
hot be determined from the brief writeups on the various experiments, whether
the deployment of this experiment into an area between the other experiments
and the earth will result in shadowing or antenna effect. Both the maneuver-
ing operation and the venting of the orbiter have an impact on this experi-

ment and are discussed in greater detail in Section 5.2, Orbiter Contamina-

tion.



2,5 ASTRONAUT PARTICIPATTON

Current information indicates that the shuttle orbiter is base-

lined to provide a capability for 3 - 6 hour periods of extra vehicular ac-
tivity (EVA)., Two of the 6 hour EVA's are available to payloads for planned
or unscheduled activities, The third is a contingency EVA reserved for the
shuttle orbiter. Additional EVA's to support payloads are available with the
expendables being provided as a payload weight chargeable item, The use of
this capability for experiment deployment operation and data gathering must
be compared with use of agutomatic equipment within the paramcters of cost of
development, reliability and time of operation, This report includes a dis-
cussion of EVA used for experiment deployment in Section 6, Deployment Tech-

niques.
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Section 3

"LOGISTICS

3.0 GENERAL

The logistics of the polymeric materials experiment must consider
the overall philosophy of the shuttle and Spacelab designs. The space shuttle
is to be the next generation of space vehicle which will be reuseable with a
maximum turnaround period. The Spacelab payload is a similar concept that

will be very versatile and capable of many missgions,

It must Be recognized, however, that the vehicle and the payloads
that under discusgion are among the very early flights of the shuttle program.
As such, the considerations of scheduling for delivery of experimental hard-
ware are most similar to the schedules required of the Skylab program. That
is to say, while reflights of the ATL paylecads ﬁay be accomplished in very
short time periods the initial ATL flight will require planning and testing

in a similar fashion to most previous space programs,

3.1 PRE~EXPOSURE

3.1.1 MATERIAL SAMPLE PREPARATION

Samples for the Polymeric materials experiment will be prepared
at LaRC far in advance of the launch date of ATL-1l, Delivery of all major
hardware to the launch site will be required 12 to 24 months prior to the
launch date. It may be feasible to replace the sample container on the pallet
at some point in time relatively close to launch., However, the sample con-
tainer delivered originally for the integration test periods would have to be
identical witlh its replacement. These are current requirements for KSC Inte-

gration Testing.

3.1,2 ANALYSTS AND CONTROLS
Experiment protocol requires the preparation of a large number of

samples which have been analyzed and separated into experiment samples and
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conttol samples., The experiment samples would be placed in the flight hard-
ware containers and sealed while still in the vacuum chambers. Control sam-
ples would be housed in identical containers but without the mechanisms for

deployment and stored for the duration of this flight.

3.1.3 - SHIPPING AND STORAGE

Shipping and storage containers would have to be procured to
house both the experiment samples and the contiol samples, These containers
are available from a number of sources and should present no scheduling dif-

ficulties,

The experiment program may include shipment of the control sam-
ples along with the experiment samples to the launch site where they would
be placed in storage until the time for leading on the Spacelab pallet.
Present plans call for the Spacelab and pallet to be fully checked out prior

to loading in the shuttle orbiter.

3.1.4 LAUNCH

The requirement for launch constraints has not been identified in
this preliminary design. It is, however, a comnsideration which must be iden-
tified at this time. Maximum launch loads for the 65,000 1ib. payload are
3.3 g in -X and substantially less in the other planes. The re-entry load

is a maximum of 1.25 g both positiﬁe and negative in the Y plane.

3.2 ORBITAL OPERATIONS

After the orbiter has achieved orbit and exposed the Spacelaﬂ
pallet, the polymeric materials experiment will be deployed some distance
from the pallet structure. The experiment will be unsealed and opened after
deployment to minimize contamination, It will be aimed at an angle relative
to the shuttle orbiter selected for maximum solar exposure over the mission
period. The experiment is passive and will not be articulated to follow the

sUn,

At some time prior to closing the orbiter payload doors the ex-
periment container will be closed, sealed, retracted, and secured for re-

entry.
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3.3 POST EXPOSURE

3.3.1 UNLOADING

After the shuttle orbiter has landed, there will be a cooling
down period of hours., After that period, the shuttle payload doors will be
opened and the Spacelab pallet payload will be withdrawn. Technicians will
then begin extracting the experiment packages from the pallet and prepare
them for shipment to the experimenter. It is reasonable to assume that this

may requlre a time peiiod of days and weeks,

3.3.2 RETURN

The polymeric materials experiment will be returned to its
storage container and shipped to the Langley Research Center where it will
be returned to the principal investigator for analysis, Each of the con-
tainers, Dboth the flight container and the control container, will be placed

in the wvacuum chamber and each éample will be analyzed,

3.4 LOGISTIC CONCLUSTONS

At this time it appears that the polymeric materials experiment
will be subjected to long pericds of time between the first and last analysis,
Even if the flight experiment package is not prepared until after the orbiter
integration test, the minimum time period appears to be on the order of 3 to
5 months. If the flight hardware packagermust be on the orbiter for inte-
gration test, this time period becomes 12 to 24 months. Consideration should
be given to one of two techniques to minimize secal leakage and resultant
contamination., The simplest of the two techniques is to flood the container
with an inert gas. This would require an inert gas charge to be built into
“the épntainer so that it could be flooded after the period of exposure in
orbit. The second technique presents somewhat more difficulty, This tech-

" nique would require a vacuum hold by means of an ion pump during the period
of storage and shipping. Early design and fabrication of the experiment
container will provide time for'life testing of the seal and a decision as

to the best method of maintaining an uncontaminated environment.
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Section 4 .

CONTAINMENE

4.0 GENERAL .

Containment of the experiment samples begins when the samples
are prepared and analyzed, ~These samples must then be protected until they
are exposed in orbit and then protected agaim until they are re-analyzed
at LaRC. The sample container, the handling system and the vacuum system

are the runctilonal elements of containment.

4.1 - CONTATNER DESIGN

4.1.1 GENERAL _
Container design as with all other design eiEments must consider

above all else the program objective; that is, (o successfully obtain and

retrieve the experiment data. The container requirements to mesetf that ob-

jective are:

1. Protect samples f{rom contamination from container

loading through sample analysis.

2, Provide for exposure of the samples to the sun's

rays.
3. Provide for means of sample analysis,

All other considerations such as size, weight, cost, comvenience
in handling, etec,, must be evaluated primarily as they relate to the above,
If this relationship is adverse then that particular design approach would

have to be rated poorly.

Making these value judgements is not always so easy. Obviously
weight and cost are factors and at some point their magnitude can force

compromises in reliability. In addition, the three srated requirements can

o
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often indicate conflicting design directions. An obvious example of this
occurs between protecting the samples from contamination and obtaining re-
liable exposure (container opening and closing). One could conclude that
container opening and closing is best accomplished prior to boom deployment.
This however has an adverse effect on sample contamination. The point is
that the recommended designm concept will invariably involve compromises ré-
sulting from an intelligent evaluation of these tradeoffs with the eye firmly

fixed on mission success,

The following discussion will identify various factors which were

considered in arriving at the recommended design approaches.

4,1,2 CONTAINER GEOMETIRY

Container geometry is primarily influenced by sample size and
capacity, weight, seal design, deployment technique, sample removal technigue
and structeral integrity. The sample size is 7/8 to 1 inch (22 - 25 mm) in
diameter while the capacity is tentatively set at approximately 50 samples,
The samples must be sealed prior to deployment. When deployed the samples
must be arranged in a single plane so that all samples receive the same sun
exposure and no shadowing results from sample. to sample or from the container
mechanism. Essentially then we start with a "clamshell" type container with
the samples housed in one or both halves of the clamshell. A seal exists

between the two halves as shown below,
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To maintain design simplicity, and seal and structural inte-
grity we will assume a round container. So that one half of the container

is approximately:

There would have to be some compelling operational deficiency to
the above to force consideration of a more complex shape. The overall size
of the container can be reduced by incorporating samples in both halves of
the clamshell, There are however disadvantages to this approach, particu-
larly the constraint on deployment technique in that both halves must be

deployed into a single plane. (See below.)




This iz of course not exceedingly difficult to achieve but other disadvan-
tages will arise as the discussion proceeds. For the present however, it
can assume two viable arrangements, one with all samples in one clamshell

half and the other with samples divided between the two clamshell halves.

The samples can be arranged in several ways within the clam-

shell assuming a velatively circular array of samples they can be arranged

in concentric rings as shown below:

The latter method has a better packing efficiency over a large area but, for
the number of samples considered here, the edge effects are such that there

is no significant size advantage in either case,

A key element in the selection of sample arrangement is the
case of loading and unloading the container within the vacuum chamber.

Consider the following possible methods of accomplishing th’s task.

658 A



1, The individual samples can be removed by pushing

or lifting them upward from the sample arrvay.

2. The samples can be arranged in a tray or "holder"
which is removed from the container and £rom

which the individual samples are removed.

3. The samples can be removed in the sample plane,

i.e., radially from the array.

~In method #1 the samples are held or locked into the array. Prior to re-
moval they must be unlocked, gripped from above and removed, It is mechan-
ically simpler to push the samples out of the array from below, This may
invelve sealing the interface between the sample and the pushexr wnich would

cause greater complexity.

- Method #2 involves loading a tray and then locking the tfay
into the container. The 6perations here are not difficult mechanically
but there will invariably be a large number of operations requiring a large
chamber with many control feed throughs., The added complexity is due to
the requirement for separate mechanisms for tray handiing and sample hand-

ling,

The third method is probablf the simplest from the standpoint
of sample removal. The samples can be gripped from the periphery of the
array and pulled radially outward., Or, even simpler, pushed in rows from
‘the array. None of the sample arrangements permits the removal of samples
by rows, In the circular pattern the samples are net arranged in rows aad
in the honeycomb pattern the rows are interlocking so as to prevent the
movement of any one row, Lt is expected that removal by rows may prove
s0 simple and reliable as to Jjustify a small increase in size to permit
handling in this way. Even so it may be possible to achieve this arrange-.
ment with virtually no size penalty. The discussion has  shown only
round samples. If the samples are square or square with rounded corners,
the row arrangement is hishly efficient neglecting the area lost at the
edges due to the round container shape. The greater packing efficiency

may compensate for that loss,
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Consider the 61 sample honeycomb array shown below,

Asguming a sample size of oﬁe inch diameter the array can fit
into a 9 inch (22.86 cm) circle. Since 61 is more samples than required,
remove the corner sample indicated with an X and reduce the circle. To de-
termine the magnitude of this reduction calculate the distance from the ar-

ray center to the center of the sample tangent to the circle.

s
fl

ZR+ 1 = 8,28 IN, = 210 mm

If the sample is redesigned making it basically square shapead
with rounded corners the array size can be further reduced. Consider a

square sample with 1/8 inch (3.175 mm) corner radii.

e
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The area lost due to the corner radits is the sectioned area

shown below.

Area Tost = (1/4)" - =L (1/4)% = 0135 I = 0,087 on’

For the square sample area to be equivalent to the 1.0 IN,

(25.4 mm) Dia. sample:

a :»,f:%"— (1)* + .0135 = .894 IN = 22.7 mm

Making the corner radius smaller, the distance can be reduced
to 7/8 inches (22,225 mm).

Using this sample configuration the overall array size is

w
It

(~Z) (7) (7/8) = 2 (VZ 178 - 1/8)

8.54 IN. = 216.9 mm

The most favorable arrangement of nested circular samples oc-
cupied 8.28 inch (21 cm) diameter circle, Thus utilizing square samples in

rows has had a minimal effect on array size,

. Lt is tentatively concluded that the container will be round
or at least incorporate a round real., The samples will be square and the

array of samples will be arranged in rows as shown in Figure 4-1,
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Figure 4-1. Square Array System

4,1.3 CONTAINER SEALING

Since it is the intégrity of the seal that will determine the
success or failure of the mission, seal design is a critical element of the
overall design approach., Of primary importance is the selection of the
appropriate seal material. After this selection is made the optimum con-

figuration and closure forces can be determined.

Material selection is dependent on the following design con-
sideraltions: '

¢ Required leak rate
¢ Vacuum to be maintained by seal

o IDuty cycle (number of opening and closing cycles)

o Permeability of seal material

o
Ln
o
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o Weight loss of seal material due to outgassing in

vacuum
o Load required to effect seal
o Ambient environment at orbit altitude

Metal as well as elastomeric seal materials were considered.
Metal seals are highly effective in sealing extremely hard vacuums of 10-7
Pa  and greater and have extremely low permeability with virtually no out-
gassing, These seals however are not suited to repeated .ycles of opening
and closing and further, require extremely high clamping forces. Since
the clamshell might be cycled as many as 30 times during the mission to
avoid contamination by the main thrusters, metal seals have tentatively been

rejected as a viable candidate.

The wvacuum to be maintained by the seal is 10"3 Pa. This is
not considered hard vacuum and can be achieved with well known commercial

elastonmeric seal materials,

The ambient pressure at orbiter altitude, however, can be as
low as 10-6 Pa. At this pressure the more commonly used materials sub-
limate sufficiently to pose both a potential contamination threat plus a
degradation to physical properties such that subsequent sealability may be
affected. Table 4~1, obtained from reference 3, shows a list of elastomeric
candidates élong with their percentage weight loss due to outgassing in a
"wvacuum enviromment. Viton and Silicone rubber exhibit the best character?
istics. Since outgassing is basically a surface phenomena, continued ma~
terial degradation does nﬁt occur beyond a certain percentage of weight

loss of the surface material.

The permeability of Viton along with other materials is shown
in Table 4-2, Siljicone rubber has excell?nt outgassing properties but ex-
hibits a permeability rate of 100 times that of Butyl rubber and is there~-
fore not recommended for this application, Since the permeability of Viton
is comparable to the othrr elastomerics, it is recommended as the seal

material,
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- Pressure! Helium at one atmosphere vs. vacuum of 2 % 10=4 Pa
Test Samples: 085 thick slabs

TABLE 4-1. WEIGHT LOSS OF COMPOUNDS IN VACUUM

E Test Samples: Approximately .075 thick
' Vacuum Level: Approximately 1 x 10 -4 Pa
. Time: 336 hours (two weeks)
Room Temperature
Caompound Pescent
Number Polymer Yieight Loss
1 B612.70 Futy_i .18
é ES15.80 Ethylene Propiyene .34
1 E529-65 _ Ethylene Proplyens a2 »
E692-75 Eihylene Proplyene 78 X
8604-70 Silicone = 31 1
H 1.449.65 Fivorosilicone 28 1
% 1677-70" Fluorosiiicone 25
‘ 775457 Flucracarbon 10
-N406-60 Nitrite " 3.45 i
N219-70 Nitrife 53 3
- PHAB-G0 Polyurethzna 1.29

* This material iIs VIION, a copolymer of vinylidene floride and herafloro-
propylene (E.I. DuPont de Nemours & Co.)

ABLL 4=2, IINLTOM PERMEABILITY RATE

Z CF COMFOUNDS

Permeability — emifsecfcmisemof ATH
Heliom at standard temperalure and pressure z 107

T Tt 1.2 ek T

-Cempound § .
za-flumber . Polymer ‘ 25°C (77°F) 80" C(176°F) 150°C (302°F) i
£
B&12-70 --Butyl o .65 5.16 24.0 !
B591-80 Butyl .69 570 24.0 !
N40&-60 < Nitrile : 122 4.29 209
N219-70 " Nitrile - 72 6.68 225 !
. EB15-80 - Ethylene-Propylene 1.97 6.10 320 u
‘ES23-60 “Elhylene-Propylene . 208 158 53.0 ]
71-545 " Fluorocarbon : 1.30- 5.e0 30.0
1449-60 - Fluoresilicone 143 46,1 97.3
$604-70 Silicone 238 56.0 125.0
P642.70 Polyurethane 1) 3.35 —
Cu57-70 Chloroprena 65 506 18.7 b
ABO7-70 - Polyacrylate 163 11.0 31.0 !
g B
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The Viton material can be configured several ways to form the
vacuum seal. It can be molded into various shapes such as "0" rings or
quad rings, or it cam be molded and at the same time bonded inte the gland
as in the Parker product known as Gask-0-Seal. This product can affect
seals for pressures as low as 2 x 10"7 Pa, While these seals are highly
effective in vacuum application, they require 110 to 130 newtons per lineal
inch to affect a seal. With an "0" ring secal these forces are considerably
less. The actual force depends on % compression, material hardness and "0V
ring diameter. While the Cask-0-Seal if used properly will sezl a "harder"
vacuum our task is not to design the "tightest" seal but to design an ade-
quate seal considering reliability and complexity of clamshell deployment.
Shouid a seal requiring high closing force be employved it will have pro~
found cffects on every aspect of the clamshell design, clamshell &cplcyment
and even boom design. For example if closure requires a high torque mechan-
ism on the end of the boom this will undoubtedly result in a significant in-
crease in weight of the clamshell and its deplovment mechanism. This in-
crease will result in an increase in moments produced in the boom when
firing the orbiter thrusters and thus affect the size and weight of the
boom. For these reasons Che simplest appréach which meets the design goals
and places the least constraint on other aspects of the design is recom-

mended - an "O" ring configured Viton seal.

4,1.4 CLAMSHELL DETTOYMENT MECHANISM

In daveldping recommendations for clamshell deployment MRC has
endegvored to make the approach flexible; allowing for variations in duty
eycle and power source. TFor example, the approach presented here in allows
for deployment to be affected manuglly or by motor, with the motive force
‘applied either on the pallet and transferred to the end of the boom, or
by a motor located on the end of the boom, or by an energy storing device
located on the end of the boom, In this way the desigh will be compatible
with constraints placed on the overall experiment which may not be entirely
determined at this time. Thus our recommendations comprise a rotating

shaft which can be powered remotely or dircctly to affect deployment.
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One deployment scheme is illustrated in Figure 4-2., This shows
the clamshell in its closed and locked position. The overcenter arrange-
ment of the 4-bar linkage guarantees a high clamping force. When the
drive shaft is driven CCW approximately 200 degrees the clamshell is opened
as shown. Note that the sample array is attached directly to the boom
while the cover is integral with the drive and linkage. Thus the opera-
ting mechanism and cover rotate away from the sample array. This particu-
lar arrangement was based on attempts to shadow the seal by pdsitioning
the cover so as to see the su: either on its "back'™ or edge and thus
avoid exposure. However the mission profile makes it clear that the in-
flight maneuvers preclude this possibility so that a cover in this posi-
tion will not only receive intermittant exposure on the seal but will cause
shadowing of the sample array. FEven if this were not the casge such a de-

sign would severly limit the versatility of the system.

In an effort to guarantee shadowing regardless of the vehicle
orientation the scheme shown in Figure 4-3 was developed. In this design
the sample array is pivoted away from the cover. When sufficient separa-
tion between the cover and sample array is achieved the ‘array is rotated
as in step 2 and then returned to the position shown in step 3. As can
be seen, the back side of the array housing completely shields the seal .
from exposure. It now remains to develop a simple means of achieving what

appears to be a relatively complex motion,

The opcning and closing of the clamshell can be achieved with
a bell-crank type actuation. 'The "flip-flop" action of the array can be

achieved in three ways:

l. Incorporate a second power source to pivat the

array housing

2. Utilize the motion of the housing in such a
way as to interact with a cam device to

achieve pivoting-

3. Use a drive train from the drift shaft of the

bell crank to drive the housing
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Figure 4-2, Sample Exposure
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Figure 4-3. Deployment Sequence
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For the sake of reliability and cost the first method will be avoided.

Figure 4-4 (Plan View) shows the yoke-type arrangement which
permits pivoting the array housing. A cam tfack is added which is articu-
lated from the cover as shown and engages cam followers on the array housing.
Pivoting is obtained as shown in the sequénce described in this figure. The
one disadvantage of this design is its reliance on the clockwise (CW).spring
loading of the cam track and therefore its susceptibility to malfunction
due to unforeseen frictional forces. Preference ig given to a mechanism
which is positively driven rather than one in which the motion is permitted

Lo occur and tazkes place under spring bias.

This positive drive is achieved uvtilizing the drive train from

the drive shaft of the bell crank to drive the housing.

This employs a gepneva mechanism such that during clamshell open-
ing the.driven geneva wheel is in a dwell condition. At the appropriate
time ‘he wheel is indexed 90° by the driving member this motion is trans-
ferred by the roller chain to the housing pivot where a 2:1 sprocket wheel
ratio provided 180° rotation of the housing. 1In this configuration the
drive shaft rotates 360 degrees. During 3/4 of this rotation the genava
mechanism is in a dwell condition. Rotation of the drive shaft an addi-
tional 360° in the same direction repeats the process. However, the hous-
ing has rotated 360 degrees and is thus returned to the closed and sesled
position, i.,e., continued revolutions of the drive shaft produce altérnate

opening and closing of the clamshell,

This mechanism can be powered by a D.C. gearmotor by an energy
storing mechanical device, or by transfer of power from a remote source.
‘The decision as to which of these is employed will be governed by the fol-

lowing considerations:
o contamination
o reliability
o duty cycle

o versatility of design
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A spring device is well suited to applications where the num-
ber of actuations is limited to some number which does not affect the size
of the output and take-up drums adversely. For example, the spring motor
described above employs a band thickness of 0.012 inches (3 mm). Thus for
50 cycles, 50 openings and 50 closings, the output drum diameter increases
by (50 + 50) (2) (.012) (3 mm) or 2.4 inches (61 mm); clearly an unaccept-
able increase over the initial 2 5/8 inch (69 mm) diameter. Whereas 10
cyeles requires 20 wraps necessitating an increase in diameter of (20) (2)
(.012), or .48 inches (12 mm). Both of these numbers can be reduced if a
more detailed analysis shows that less torque can be tolerated permitting
a reduction in band thickness. Howver, if it is impossible to place a
limit on the number of cycles, the clamshell would be closed for the last
time with no capability for regpening. LE this device were employed onoa
"dedicated" satellite, these closings would not be required so often and
this meéhod could prove an advantageous way of limiting power require-

ments

Third design approach, a direct motor drive, is the simplest
and most flexibie. Care must be exercised however to minimize its produc-
tion of contamination. Obviously if a lubricated gearhead and motor bear-
ings are used the lubricant must be selected for its outgassing properties.
The motor considered in a secondary housing with the output shaft passing
through a labyrinth type seal, The labyrinth shaft seal is superior to a
contact seal such as an "O" Ring type for this application as an 0" Ring
seal would itself regquire lubrication or preduce contaminants through exces-
sive wear. ‘The labyrinth seal in that it aveids friction poses no such
threat. It is possible that the motor and a gearbox can be run completely
" free of any lubrication. As this may produce contaminants from wear this
must be evaluated with more detailed analysis and experimentation in future
studies., The results of the 'container actuation analysis are given in
Table 4-3.

The use of a remote power source for actuation of the sample

container is the least desirable from the standpoint of reliability, cost,
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TABLE 4-3,

RESULTS OF CONTAINER ACTUATZION ANALYSIS

Degign
Approach

Remote Power
Source

Energy Stor-
ing device
at end of
boom

3. Motor @ end

of boom

Contamination

Least likely to
pose contamination
problem

Greater contamina-
tion source than
(1) but perhaps
less than (3)

Extreme care must
be exercised with
this appreoach to

avold contamina-

tion

e

Beliability

Reliability re-
duced due to
necessity of some
type of deploy-
ment power train

Reliability en-
hanced by loca=-
tion but limited
by limintation

in gvailable tor-
que

Highly reliable
(seal motor)

Versatility

Versatility limited
by bcom design

Versatility limited
by number of cyclic
operations prac-
tical

This approach is
highly adaptable
to any clamshell
deploymeat techni-
gue

Duty Cycle

Not affected
by duty
cyele

Too many
cycles make
this approach
unwieldy

Mot affected
by duty cycle

Complexity

Complex power
train re-
quired

More complex
than (3) but
less than (1)

This is by
far the simp-
lest approach
machanically




versatility and complexity., This however does not totally eliminate it as
a candidate design., For example should the energy storing device not
possess sﬁfficient capacity while remaining within reasonable size and
weight, and should it prove too risky from the contamination standpoint

to place a motor at the end of the boom, then the remote power source

is a remaining alternative,

The practicality of approach (2) (energy storing device at
end of boom} is moétly dependent on the number of operating cycles re-
quired. The design illustrated in Figure 4-3 is an example of this de-
ployment method., A constant force spring motor of the NEGATOR type is
employed as the power source. The motor torque is dependent on the spring
band width, the band thickness and drum diameters. The band is prestressed
to the cuivature of the smaller taks-up drum and prior to operaticn is
would onto the larger output drum. When the drum is released the spring
winds onte the take-up drum. The capacity of the device is limited by
the number of wraps which can be placed on the output drum without criti-
cally affecting the band radius. 7This -device is controlled to produce one

rovolution

[

T the output drum for each actuation. A primary sear inber-
acts with a secondary such that when one sear is engaged the other is
disengaged. The primary sear is springloaded with sufficient torque so
that its release will force the disengagement of the secondary. The out-
put drum is seared by the primary seatr. This secar is retracted either by
solenoid or by some action on the far end of a push pull cable. This ac-
tion allows the secondary sear output to bear against the rim of the drum.
As the drum rotates it engages a relief in the rim, When the primary sear
is released it rotates against the rim forcing the disengagement of the

"secondary sear. This action can then be repeated for as many cycles as
there are windings on the output drum, The device shown incorporates a
spring motor 2 inches (50.8 mm) wide with an ocutput drum diameter of 2 5/8
inches (67 mm) and has an output torque of approximately 20 inch pounds
(2.26 nm). Considering that this device is driving a bell crank which is
nearly "over center' when sealing the clamshell, this torque should be

adequate to affect reliable sealing.



4.2 VACUUM CHAMBER SYSTEM

This system must provide a means for sample analysis without
exposure of the samples to any contamination. The entire process of sam-
ple loading, sample removal and sample analysis is accomplished in an

evacuated chamber,

In order that this system be reliable and reasonable in cost
the handling equipment must be as simple as possible, The approach to
achieving this goal is to analyze thc basic sample motions required and
develop a scheme of sample movement such that each element of movement is
as elementary as possible. This approach will then lend itself to the

most cost effective and reliable hardware.

When speaking of elementary moticns only two motions ave

categorized: (1) simple rotation, and (2) motion along a single line.

In any X, ¥, Z system the hardware will be simplified if each
control element provides for motion in only one of these directions. Fur-
ther simplification results if that particular control element is itself
not free to meve perpendicular te ite control direction., For example a
device pfoviding for X sample movement should not be movable in the ¥, Z
plane., Or a rotational device should be stationary except for its rota=-

tion,

In analysis of the task, a scheme of sample .movements incor~
porating these principals, has been developed, Figure 4-4, Note that the
row arrangement of samples is an important part of this approach. The ‘
objective is to transfer each or any sample from the array to point "P"
in the integrating sphere. Assume that the sample array is in the same
X, Y plane as the integrating sphere; thus no Z axis motion is required.
If the array move aleng line A-A any row can be selected for movement
along line B-B. As the row moves along B-B it can be positioned for
movement of any particular sample along line C-C and on to point P, The
mechanism to provide these motions does not require movement in any other
direction, Each control element is staticnary and separate from the

others.

=2
LA
(<]
~
1
2
L)



4,2.1 SAMPLE 1ANDLING SYSTEM
This motion scheme is developed into a handling system based
on its implementation. This system is shown in Figure 4=5, Vacuum Cham-

ber Handling. A description of its operational sequence follows.

The container is locked into the container carriage as shown
in the elevation view and sectijon A=A of Figure &-5, A linear motion feed-
thru lowers a bracket into engagement with the container lid., The lid is
then attached to the bracket, The chamber door is closed and the chamber
evacuated. This same feed-thru is raised, removing the 1id as shown.

The container carriage, supported by a ball screw and guide rod is trans-
lated perpendicular to the chamber axis by rotation of the ball screw,
This rotation which is provided by an angular motion feed~thru, corres-
ponds to movement along Line A-A., A stationary "I" track is previded in
the chamber which will receive the row of samples from the sample housing.
The movement of samples in this track corresponds to movement along linc
B-B. This track camnot be permanantly butted against the mating track in
the sample housing as this would interfere with the container 1id prior
to lid removal., In order, thevefore, to provide for an uninterrupbted
transition of samples into the track a section of track has been designed
to be articulated in order to bring it into contact with the track in the
sample housing, This track sections is shown in the elevation view, It
is controlled by the track section lever as shown. When the lever is ro-
tated clockwise the track section moves up and to the right. The left
side of this track moves horizontally due to the constfaint of the guide
slot. Note that the short track section immediately to the right of the
pivoting section is removable so that there is adequate clearance for

this motion.

After aligning the selected row of samples with the chamber
track, the samples in this row are moved to the track. This movement of
samples is accomplished by the operation of the sample actuators shown
in section A-A and the elevation view, The actuator on the left in the
elevation view provides for rightward movement of samples while the

actuator to the right provides for movement of the sample to the left,
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Since both these actuators engage the same ball screw they move simul-
taneously with the distance between them remaining constant, These
actuators "stradle" the container as it is loaded into the carriage so
that the sample rows are betwsen the actuators, As the ball screw is
rotated by means of an angular motion feed-thru the selected row is
pushed into the chamber track until the first sample in the row is located
in the sample holder shown in section B5-B, When this holder is on the
chamber centerline it forms a part of the stationary track, The holder
can then be transferzed int~ the integrating sphére by means of the
sample hold carriages engagement with a ball screw and guide rod. This
movement corresponds to movement aleong line C-C, Thus when the first
sample is in the holder it can be transferred to the integrating sphere
for analysis, It can then be veturrad to the main track and the »ow
indexed one sample length such that the second sample is in position for
transfer to the integrating sphere. It is not mandatory that the sample
be handled serially. Any one sampl: can be selected out of the array by
aligning the appropriate row with the chamber track and then moving it

1
L

i

ough the track until the selected sample is in the sample holder. After
&

rr

2ll the sample in a given row are analyzed the entire row is driven to the

left and back into the sample housing,

None of these handling procedures requires great skill on the
part of an operator. In fact this process could easily, if not inexpen-
sively, be automated for the serial analysis of the entire array. Or a
sample row and location can be entered into a control computer and the

particular sample automatically transferred to the integrating sphere.

4.2,2 CONTAINER LOADTING AND UNLOADING

In the investigation of possibile loading techniques and
‘sequences, it became apparent that the loading of samples by rows in the
sample housing permits the greatest simplification to the vacuum chamber
handling equipment and does not compromise the container design, One of
the design vequirements provides that a barrier exists between samples so
as Lo prevent inter-sample contamination., This barrier must be ten

thousandths of an inch above the sample surface and fifteen thousandths
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wide., It is preferred that this barrier not be a permanent feature of the
semple so that polishing can be more easily accomplished, With the sample
arranged in rows, a barrier betwecn rows can be a permanent feature of the
sample housing thus the only remaining barrier required is the one between
adjacent samples in the gsame row, In this configuration a square sample and
its substrate can be attached to a sample holder which incorporates this
barrier. When the entire array is loaded each sample is bounded on all 4
sides except the last or first sample in the row. If the samples are or-
iented properly with the single barrier toward the direction of sample re-
moval then the barrier on the fourth side of the sample, on the opposite end

of the rows, can be a feature of the housing,

4,3 CONTAINMENT SELECTION

Tha container preliminary design shown inm Figure &4-4 is ihe recom=
!

mended design and the vacuum handling svstem chown in Figure 4-5 and 4-6 is

the recommended handling concept,
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Section 5

EXPOSURE LOCATTION

5.0 GENERAL

There are two major considerations in selecting an exposure lo-
cation relative to the ATL pallet. The first consideration is the total
exposure time during the flight, A ground rule for the preliminary design
of the polymeric materials experiment is that it would be a passive experi-
ment in the sense that it would not be designed to continuously articulate
in order tou seek maximum exposure time, It was therefore necessary to ex-
amine the mission description and determine which fixed orientation would

provide the maximum exposure values.

Secondly the experiment must be positioned at a location of
minimum contamination from the shuttle induced atmosphere. In evaluating
each of these considerrtions various referenced documents were thoroughly
studied. It should be emphasizéd that the location selected for this pre~
liminary design is bascd on current references, Changes in the orbiter
vehicle, the AIL payload or the mission considerations may have a severe

effect on this location.

2.1 SAMPLE ORTENTATION

Since the objective is to maximize exposure to the sun's xays,

the selection of aiming angle is dependent on the following:

o Orientation of orbit plane in relation to sun's

position (/32}) .

o Vehicle attitude,.

The Flight Plan shows that the i/? will vary from 16 to 11 de;_

grees with the angle starting at 16 degrees and changing approximately one

%*,3 angle is the angle between the orbit plame and the line of centers be-
tween the earth and sun,
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degree per day. It is assumed therefore that the/xé’angle is a constant

13 degrees.

It is preferable from the standpoint of complexity to avoid any
articulation of either the boom supporting the sample container on the conw
tainer with respect to the boom. 1In order for this to be practical, the
experiment should be carried on a flight in which the ATL is predominantly
in one attitude. In this way a reasonable percentage of exposure can bhe
obtained with maximum aiming of the sample array without the necessity of
a‘tering the aiming angle during the mission. The flight plan for ATL-1
shows that the vehicle will be in a ZLV {Z axis local vertical, which means
that the yaw axis is an Earth radial) attitude with the nose forward and
the vertical stabilizer toward the Earth for one hundred (100} hours of the
one hundred and thirty four (134) availshle exposure hours. Thus the optimum
aiming angle based op this orientation and,a/ﬁ? angle of 13 degrees must be
determined. The following analysis is a determination of the optimum aim-

ing angle for these conditions.

With the ATL in the described attitude it pitches one revolution
par orbit, Considering that the orbit altitude is negligible as an influ-
ence on tﬁe angle then consider that the vehicle exists at a point where
it is simply pitching constantly.. It is assumed that the boom is along the
"ATL pitch axis and that & is the angle between the pitch axzis and a line
hormal to the sample plane. This line then forms a conme as the orhiter

pitches where the cone éngle is 2 & as shown in Figure 5-1.

Construct plane ¥, Z, containing the sun and perpendicular to

the vehicle pitch axis X as shown in Figure 5-2,

The intersection of the cone in, Figure 5~1, and this plane is
‘circle "I", Place the sun at any point glong Z, When the line normal to
the sample array passes through the axis the vehicle is in a noon or mid-
night condition considering its exposure to the sun, In Figure 5-2 the
constructed line T represents noon aiming of the sample at angle & from
the pitch axis and line R from the vehicle to the sun, Line R subtends

angle o¢ from the pitch axis which is equal to 90 degrees minus the & angle.
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As the vehicle pitches about ")} the line normal to the sample
array intersects plane Y, Z tracing the locus of points circle I. Consider
the vehicle at a "noon" position such that the sample array faces aleong
line ¥, Xt now pitches through angle ﬁ as shown in Figure 5-3. Construct
line "C'" from the vehicle to the intersection of a line now perpendicular to

the sample array and the Y Z plane and lines a, b, and d as shown.

Let o be ‘the true view angle between lines ¢ gand r. Then the
light level on the array in a function of the cosine of {~. Using the law

of cosines then . solve triangle c, r, d for cosd :

2

e 2+ . d
cos = ICR

SUBSTITUTING: € = =t | R = —2—
cos & Cos ¢

5 .
and - d2 = (cos gf) (2 b taner) (tan o) - (b2 tanzct_ )

2
- (b~ taﬂz 29

2 2

b b 2 2 2

—— 4 =+ (cos@) (2 b° tane) (tand) - (b° tan‘ec) - (b tan’@)
cos - Cos cos

' 2])2
COS @ COS5 ¢

Simplifying

cosd = cosed cos@ + cosy‘ﬁ sine¢ sin & (2)

To obtain total exposure to sun for hours of daylight with respect to the
samples, simply integrate over -Iéf to +ﬁ setting limits as to include only

hours of sample exposure, This exposure (E.V.) is:

o
L8]
o
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Figure 5-3. Noeon Aiming With Pitch
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E,V, = cosee d @ = 2 ?3 cosog, cos &+ 2 singﬂ sineg sin & (2)

To determine optimum for peak value of E,V. take first deriva-

tive of E.V. with respect to € and set equal to zero,

sin _ _ 2 sin & sine<
cos 2}5 Ccos e
tan & = sin ¢ tane<. (3)
Substituting (3) in (2) and simplifying
2 ' o
B, V. = 2 ‘\/gﬁ cos%m: + sinzc;b’ gin eg (4

Now substitute the values for -;’,-‘5 defining 525 i LWo Ways.

First as angle at which the orbiter beams davlight. That is:

1 K

# - %Z* tan” ‘ (5)
E/sin?‘o{ - K2 o
. 2
Vi- G

where

¥ =

® =90 -2

r = EARTH RADIUS -
a = ORBIT ALTITUDE

The second limit occurs when cosar = (. This 1s obtained from

equation (1),

o
n
(s )
ur
H
-l



cose< cos & + cos¢ sine sin @ = 0

-1 !
¢ = cos T tanet tan e ‘(6)

The g§ used as the limit is the smaller number between (5) and
(6) .

A program can be written using equations (3), (4), (5) and (6)

printing out the optimum & for ziven orbit/B angles {90~-&X) and altitudes.

The above program and data print out is shown in Tables 5-1 and
5-2, Since &4 = 90~’£? it can be seen @ varies with_@& angles. Since the
misgion plan calls for a,xﬁ angle of approximately 130; &< = +77° thus
& = §5°

5.2 ORBTTER CONTAMINATION

During the course of this contract, MRC studied the nature of
the contaminant environment associated with an orbiting vehicle. Available
reports and material dealing with a number of satellite experiments in ad=-
dition to the Skylab mission and studies related to the Shuttie Orbiter have
been reviewed., The objective of this work was to establish a suitable basis
for the selection of the extended location of the polymeric materials experi-
ment. Since the experiment is sensitive to contamination and shadowing by
the orbiter, it is imperative that samples be projected to a location af-
fording minimal contamination and maximum solar incidence consistent with
the practical and cost effective considerations attendant with deployment

activities.

5.2.1 BACKGROUND

It has long been known that orbiting spacecraft exhibit a self-
contamination characteristic that may readily interfere with onboard experi-
ment adt“yity. The useful life of many satellites has been terminated due
to sensor degradation resulting from contaminant influence, A number of
experiment degradations and anomalies on the Skylab missions are traceable
to contaminant environment; for instance, the 0024 thermal control coating

experiment involving polymeric strips and the §230 experiment involving
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magnetosphere particle composition collectors were both heavily contaminated
during the SL-1/2 and SL-3 missions. Also some thermal control surfaces
were degraded and the S190A window exhibited severe external contamination.
Furthermore, analysis of SL-1/2 and SL-3 star tracer data indicated that 39
anomalies were exhibited by the startracker, eleven of which were identi-

fied as "false star" tracking of contaminant particles.,

Figure 5~4 is a view of Sklylab locating various contamination
sensoré tzken from reference 4. The 4 sensors located in the lower portion
of the figure recorded the accumulated mass of contamination as shown in
Figure 5~5. The sensor identified as CSM was pointed in the + X direction
and was most exposed to the engine firings of the command and service
module during docking. The sensor identified as OWS was pointed in the
negative X direction locking at the Skylab dome and the 2 sensors XAM and
X50 were along the Z axis and were temperature controlled. This data indi-
cates that engine firings can cause sharp rises in contamination levels
which are then reduced by desorption. It is important to note that the
time period required for return to low contamination levels after engine
firing can be on thie order of days. It is thereiore possible that an eXperi-
ment_whicﬁ has been exposed in orbit could have had a higher level of con~

tamination during exposure than the level measured after its return.

Table 5~2, Major Sources Summary, provides data from a recent
éhuttle contamination study, reference 5. These general sources of contami-
nation are discussed briefly in the following paragraphs to provide some in~
sight to the contamination factors that may affect the performance of an

orbiter based experiment,

5.2.2 PROJECTION

' On orbit engine firing is probably the greatest potential source
of contemination for the experiments. There are forty 900 1b, thrust reac-
tion control system (RCS) engines, six 25 1lb, thrust RCS vernier engines,
two 6000 1b, thrust orbital maneuvering system (OMS) engimes, and three

470 OOO%é? thrust main engines. From a contamination viewpoint - the RCS and
RCS vernler engines warrant prime consideration. External surface deposgi-~

tion can be expected from the use of OMS engines and from near orbit use of
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the main engines. This surface deposition can desorb at a later time and
contribute to the contaminant level in the induced atmosphere around the
orbiter, Nonetheless the RCS and RCS vernier engines are more significant
contributors because they will be exercised subsequent of deployment to the

experiments,

The main RCS engines are used to effect a change in the attitude
of the orkiter, while the vernier engines are used to maintain that atti-
tuda, The flight profile plan becomes an important consideration since
changes in orbiter attitude are determined in advance to accomplish speci=-
fic flight or egperiment objectives. Consequently minimum contamination
effect on an experiment due to engine firing will be associated with flights
not requiring orbiter attitude changes during the deployed period. This is
due to iLue gbsence of RCS liring while the experiments are deploved. I
orbiter attitude changes are required during the deployed period then it
may become necessary to protect an extended experiment by covering or en-
closing it during RCS firing and for a suitable period of time thereafter.
Because of the number of RCS thrusters and magnitude of thrust level, it
does not appear that a contaminent-free position for an experimsnt exists
within practical extension range of the orbiter., That is, extended experi-
ments of any appreciable mass require structural booms or other extendable
framework capable of sugtaining orbiter maneuvers, such as attitude changes,
following deployment withoeoulb excessive oscillations of the experiment mass,
Also the extension mechanism must be capable of sustaining temperaturé
gradients without undue distortion that might compromise experiment point-
ing. Thus from a cost effective viewpoint, it appears that projecting an
experiment much beyond about 30 meters from the orbiter is not a viahle al-

ternative,

The RCS vernier engine contribution to the contaminant environ-
ment is by far the highest of all potential sources assuming protection
against the RCS engines is afforded. Based upon anticipated propellant usage,
up to %8 1bs, could be expended per day of operation. The nominal duty cycle
of these engines is in the order of 70 milliseconds. Assuming that the en-

gines were fired at a uniform rate per day the resulting firing frequency



would be once every 15 seconds, Therefore, considering direct plume con-
tribution plus reflection deposition and subsequent desorption from orbiter
surfaces, the vernier engines constitute a near steady state source of con-
tamination. Consequently, it is important to avoid projection of an experi-
ment into the plume envelope of these thrusters. At the same time, it is

important to project as far as practical from orbiter surfaces.

Figure 5-6 graphically displays the various contamination con-
straints and capatibility of experiments for the baseline ATL-1 mission,
Tae majority of the mission requires am orbiter position with the payload
bay facing radially earthward. The nominal beta angle is 16° for the first
day decreasing steadily to about 11° by the end of the 7 day mission., This
accounts for the orbkiter shadowing profile depicted. Combustion product
plume envelicpas (950) are shown for the six vernier engines and, as scen,

4 plume are directed downward and 2 plume are directed sidewards. Thers
are no upvard firing verniers., The aft downward firing thrusters can, how-
ever, imp.nge on the orbiter wing and thereby create a weakened contaming-
tion zone in the upward direction. Sideward contamination is very much
worgened by the variety cf vonted materials divscred outward bemeail the
open payioad doors and above the orbiter winds. The channelling effect
created by these surfaces will likely intensify contaminant clouds below

~the payload doors and along the wing surfaces.

Consideratign ol two main sources of contamination, RCS vernier
engines and vented materials, leads to the rough conclusion that locations
for extended experiments are mere favorable in the upward direction than in
the sideward or downward direction., In the case of the experiment, shadow-+
ing and pointing considerations tend to Lrade off part of the advantages of
- the upward location. Placement of the experiment above and outboard the
orbiter appears to provide the best combination of conditions of position,
Approximately 40° off vertical appears to preclude shadowing of the experiment
and affords minimal direct impingement of the experiment from reflected and

desorbed flux.

In general, the contaminant contribution due to other sources

such as outgassing, offgassing, leakage, particulate matter and miscellaneous
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sources exhibit no strong tendency to favor one extended location over an-
other. Consideration of these sources leads to the obvious conclusion that
extension distance should be maximized and experiment pointing should mini=

mize or preclude '"seeing" orbiter surfaces.

In consideration of mission counstraints and cost effectiveness
it dees not appear practical to project an experiment far enough from the
orbiter to place it in an ambient atmosphere. Tharefore, some considera-
tion must be given to contaminant flux returned towayrd the orbiter as a re-
sult of reflection from the ambient atmosphere. The majority of contaminant
flux generation occurs as known times; that is, (1) at orbit insertion due
to offgassing and oultgassing peak activity, (2) at payload bay door open-
ing due to peak particulate matter release, (3) at thruster firings, (4) at
vent releases, (5) during EVA activities, and (6) during periods where leak-
age is known to have oﬁcurred. 1f a suitable time pericd is allowed after
the release of a contaminant to permit return flux to be reflected space-
ward then a mission plan can be developed, assuming that a remote closure
or seal-~off capability is incorporated in the experiment hafdware. Such a
plan would integrate payload activity constraints with the detail mission
profile., &s mentioned earlier, the baseline mission profile for ATL-1 in-
cludes periods of local vertical orientation interspersed with periocds of
stellar inertial orientation, thereby requiring use of the RCS 900 lbs,
thrusters. The desire to protect an experiment from this extreme source
of contamination coupled with the advantage of protecting an experiment
against peak periods of contamination leads us to the conclusion that sen=-
sitive cxperiments hould include the capability for‘retractable covers or

seals capable of frequent cycles.,

5,3_ SELECTED LOCATTON

The decuments listed in the References and Bibliography Section
of this report have been reviewed as they relate to the placemenf and pro-
tection of the polymeric materials experiment and the ATL~1 flight profile.
The contaminant environment around the orbiter will exhibit fluctuating
tendencies generally following predictable time lines, Projecting an ex-

periment so far as to place it in the ambient atmosphere even during periods
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of peak contamination activity is judged to be impractical. By utilizing

the known timelines associated with contaminant producing activity, it does
appear practical fo project the experiment to a position where ambient
atmosphere is experienced during known periods of time, The position de-
picted in Figure 5«6 is felt to be such a location. The experiment con-
tainer mechanism is designed for compatibility with a mission constraint
program requiring periods of exposure and isolation of the experiment, Re-
peated retraction and deployment of the experiment to the specified location
is neither recommended nor desired, since nothing isigained by bringing the
experiment toward a more highly contaminated zone and also since mechanical
retraction and deployment activity of a boom creates a new source of par-
ticulate matter contamination through abrasion and friction. Tt is concluded
than, that a boom of approximately 30 meters length should be used Lo pro-
ject the experiment at approximately 40° to the Plus Z axis in a plane parallel
to the YZ plane. The boom should be structural, designed te withstand the
rotational and translational accelerations produced by the RCS engines.

The boom must alsco consider deflections due to temperature gradient to pre-
cluda inadverteni pointing of the experiment toward the orbiter,
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Section 6

DEPLOYMENT

6.0 GENERAL

The primary factor limiting boom length is the bending strength
and stiffness required to support the deployed container during RCS firing.
While it may be practical to close the experiment container prior to an RCS
firing to avoid contamingtion, it would be an impractical constraint on the
mission to request that the boom be withdrawn. The maximum acceleration
level prédicted for the RCS system will be 2.O5O/sec2 rotational about the
pitch awis with a superimposed translational acceleration of 0.34 ft/sec2
(0.3 m). Accordingly, in order to remain within reasonable limits of size
and cost effectiveness, it becomes apparént that the maximum feasible boom
length attainable is about 30 meters., In that some of the boom designs
evaluated are not suitable to support the deploved container 100 feet
(30.5 m) out, a minimum acceptable boom length was established at 50 feet
(15.25 m}. Therefore, boom length evaluation parameters were established
as 50 to 100 feet (15.25 ~ 30.5 m), with the higher end being ths most de-

sireable from a contamination standpoint.

The container for this experiment is estimated to weigh 15 to 20
lbs. (6.8 - 9 Kg). During a pitch mancuver, the boom must be capable of sup~-
porting the acceleration of the container up to 2,050/sec2. An offsetting
factor to the implied load is in the location of the boom with respect to
the pitch axis. As shown in Figure 6-1, Deployad Dynamics, the boom forms
an angle to the pitch axis of approximately 50° to 55°. Hence the effective
moment arm is 100 feet (sine 500) = 77 feet (23.5 m), ‘

In roll, however, the effective moment arm remains 30 meters with
. , o 2
applied acgeleration of 1.48 /Sec”, As a result, the roll maneuver estab-

r
lishes the design parameter fofftyg boom,

653

ch
i
[



Yaw

Avrs

EffEcTweE  MomeuT
ABM = 11 FT‘/&'&,‘SM

Figure 6-1,

658

Deployed Dynamics




Due to the elastic structure of the béom, accelerating the com-
bined mass of the container and beoom will result in the development of an
oscillatory motion. The maximum potential loads, therefore, will occur dur-
ing deceleration, when the deceleration force is combined with the kinetic
energy of the oscillating boom to produce a boom overtravel. Depending on
the weight and stiffness of the boom under evaluation, the required bending

strength of a 100 foot boom could be as high as 10,000 in. 1bs, (1129 nm),

Although the primary load on the boom will result from RC3 fir-
"ing, attention must be paid to the frequency of RCS vernier firing. While
the vernier develeps only .0320/sec2 maximum acceleration, the acceleration
on the boom could become cumzlative to the poinht of destruction if the

natural frequency of the boom approaches the vernier firing rate,

The other major consideration in the acceptibility of any boom
design is in the thermal response quality of its structure. Due to the po-
tential for extreme temperaﬁure variations between surfaces, the bcom is
susceptible to major thermal distortion which is a problem in systems re-

quiring extreme accuracy.

6.1 REMDTE DEPLOYMENT

A number of different automatic deployment mechanisms exist which
are potentially agpplicable to this experiment. These, along with an MRC
developed concept, were evaluated principally on the dominate measures of
bending strength, thermal response qualities, weight, cost and stowage di-

' mensions.  While the scope of this program did not pérmit a conclusive de-’
tail design and cost analysis of individual candidate booms, each category
of boom was assessed for general applicability and comparative efficiency.
The various mechanisme evaluated included:

1. A swingout, hinged boom design

-

2, Extendible tubular booms such as the Spar

Aerospace 'Bi-Stem', and Fairchild 'TIEE's

e 3. The Astro-Reseaxrch Corporation's self~erecting

'Astromast' linear lattice structure

4., Fairchild's erectible 'boxbeam’
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6.1.1 SWINGOUT BOOM _

The swingout boom design, shown in Figure 6-2, was evaluated as
a relatively low cost approach, intended primérily for placing the experi-
ment in an over-the-wing position. Because of the large area the retracted
Vboom would require in the orbiter, and the potential interference with
other experiments during deployment and retraction, this approach was dis-

carded in favor of the more compact, linear extension booms,

6.1.2 EXTENDIBLE TUBULAR BOOMS

The extendible tubular type booms evaluated incl ded the Spar
Aerospace Products 'Bi-Stem' and the Fairchild Industries "Tubular Extend-
ible Elements' (TEE). Basically, this type of boom is a tubular structure,
composed of one or more thin metal strips formed into a cylindrical shape
which is stored by elastically flattening the material into a srool wauld
tape, The boom is deployed by rotating the spools, extending the elastically

restored material through a nozzle,

The 'Bi-Stem' is composed of two elastically flattened strips
which form into diametrically opposed circular sections, one inside the
other, as shown in Figure $-~3. Each tape circuwsscribes an angle vf approxi-
mately 330°., While both strips are open cross section, they derive some
buckling and shear resistance properties from the friction between their
overlapping surfaces, Fairchild has evolved tubular (TEE} boom designs
which appear to be suitable for this application. Four basic configurations

have been developed.

'1e The overlap sear (STEM type) whereinthe edges of the metal

strip overlap from 80° to 160° in the tubular shape,

2, The edgélock type, which is similar to the oveflap except
that its edges are scalloped with alternate long and short
tabs. When the flattened elemeqp forms into a tube, the short
tab on one edge is tucked under the long tab of the opposite
edge, resulting in 3 zippered seam which supplies increased
torsional and bi.ckling strength., This approach also appearé

to be available from Spar Aerospace,
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3. The hingelock type, which furtler improves the mechanical
properties of the cylindrical boom, This hoom is composed of
two halves permanently joined along both edges in a tab-slot -
hinge line, This configuration is stored om a spool by flatten-
ing the two halves against cach other, producing a stored width
half as great as the original overlap. According to Fairchild,
this beom has mechanical properties closely approaching those

of a closed tube,

4. Twin Lobe type ~ Fairchild developed a twin lobe boom for
the Skylab to transport a 125 1b, film cassette between the
Apollo telescope mount and the airlock {approx. 30 ft.), This
boom was designed in a twin lobe configuration (2 inch diameter
lobes) to meet the bending moment requirements while maintaining
a cross section which could be easily gripped by the astronaut.
The twin lobe was capable of supporting a 2800 inch-1b ending
load in its strong direction and 2100 inch-1b bending moment

in its weak direction.

Thermal response qualities of the Twin Lobe boom is achieved by

the combined use of thermal coatings and perforation. The boom has a polished,

highly reflective outer surface and a coated, flat black interior. The walls
are perforated to allow some of rhe thermal energy Lo pass through the sun
side and be absorbed by the far side. The near side outer surface being
refiective and the far side inner wall being absorbant, as well as the g~
terial being a very good thermal conductor, has reportedly achieved temperé—
ture gradients on one-inch-diameter booms down to as small as 1° € between
the sun side and the dark side. Fairchild indicates that maintaining boom
straightness in the space enviromment to within.-_lﬁo is within their capa-

bilities,

6.1,3 LINEAR LATTICE BOOMS (ASTROMAST)
The lattice boom is a remote deployable structure which has a
high strength to~weight ratio., It has been developed by Astro Research Cor-

poration and is known as Astromast, Figure 64,
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The patented ASTROMAST tower is made of high-strength, corrosion-
resistant parts throughout. It comes in four sizes from the 15-inch dia-
meter A-15000 Series to the 34-inch diameter A-34000 Series, and in heights
to 300 fect. When folded it measures only three to five percent of its de-
ployed height. During erection of the Astromast Lower you merely pay out
the guylines under tension from the central mast area, thereby eliminating
complex and time-consuming step-by-step guyline securing and tensioning

Procedures often necessary with other types of portable towers,

6.1.4 BOXBEAM

A new boxbeam concept has been developed by Fairchild, This is
a recent development which may contribute to ektendible member technology
but was not considered in any depth for this study since it is in the early

developuent stage.

6.2 ' MANUAL DEPLOYMENT

The use of extra vehiclar activity (EVA) for deployment of the
polymeric materials experiment package requires identification of certain

assﬁmptionsu
1. EVA capability is available to payload,

2, The time frame of availability is comparable to the
times blocked out for initial deployment in the

first cut ATL~1 flight plan.

3. The ATL pallet configuration includes translation
and restraint points and possibly life support

junctions,

4. The full potential of the 2 man, 6 hour, EVA

capability is utilized.

Using these assumptions, it is-expected that EVA performance
will be enhanced beyond that demonstrated by the unscheduled installation of
thermal shields on the Skylab mission. The following scenarioc is used to

describe the potential use of EVA for experiment deployment:



The polymeric materials experiment has been designed and built
as a sealed dish which is quick-coupled to a pole similar to the poles holding
the twin-pole sun shade assembly used on Skylah, Figure 6-5. The exzperiment
container itself is structurally mounted on the pallet with launch restraint
clamps. The several sections of extension boom ave mounted in close proxi-
mity and the boom mounting joint is built into the container launch re-

straint, Figure 066,

Upon reach this experiment location, the astronaut performs a
visual inspection to ascertain any effects of the launch acceleration.
Noting that all appears well, the astronaut agctuates the restraining posi-
tion, Permanently mounted to the container is a short section of boom com-
plete with quick~couple. The first boom section is placed in the boom
mounting jeant, Figure 6-6), (a), latched and extended, Figure 6«6 (b},

and the additional sections are quick coupled and extended, Figure 6-6 (c),.

Opening of the contaimer and exposing it to sumlight is accomp-
lighed by any one of several techniques. The major sealing clamps are in-
corporated into the launch restraints so that operation of the container

outside of the launch restraints requires minimal force.

This force is applied either with a lanyard arrangement or by
the astronaut manually going to the positidn and providing the opening
force. An alternate approach would be to open the container as soomn as it
is mounited on the initial boom section and before moving it to its exposure

position.

In this scenario the astronaut has applied.the activation forces
for: releasing a nuwber of launch restraints; positioning the experiment;
and exposing the experiment samples, Time required for the operation after
‘the initial position has been reached is on the order of 20 minutes, Time
required for retrieval and stowage would be on the order of 30 minutes. The
cost of the operation must be compared against the cost of developing auto-

matic equipment for accomplishing these functions.
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6.3 SELECTED TECHUNIQUE

Table 6«1, Deployment Booms Analysis, compares the major char-
acterustucs if the booms considered in this study. TFigure 6-7, Deployment
(development cost), is an educated guess of the cost vs deployment distance.
The 30 meter deployment distance selected for this experiment in Section 5
of this report would be most reliably accomplished by a tubular type boom,
A major weakness of tubular booms, thermal distortion, is not a major prob-

"lem for this experiment.

Astronaul EVA participation in ATL operations is not well defined
but could provide a cost saving especially as greater deployment distances

are required,

Astronaut generated contamination will add to an already serious
problem, However, deployment of this experiment to its functional position
(extended from the spacecraft) prior to exposure of the experiment samples as
shown in Figure 6-6, Manual.Deployment, will minimize the problem, This
astronaut generated contamination will be localized in the payload bay and
will dissapate along with other contamination. However, until Ffurther defi-
nition of missions and astronaut participation, manual deployment cannct be

recommended,

It is recommended that the optimum hardware for deployment of the

Polymeric Materials Experiment is a remote deployable tubular boom,
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TABLE 6""1 o

DEPLOYMENT BOOMS ANALYSIS

REMOTE
SWINGGUT
TUBULAR
LATTICE
BOXBEAM

MANUAL

- TUBULAR

PAST SPACE ACTUAT TON
USE STORED VOLUME VOLUME_

SOME MAX MAX

MANY MIN MIN

PROTOTYPES INTERMEDTATE MIN

NONE INTERMEDTATE MIN

NONE * MAX

MIN

THERMAL

DISTORTION

RIGH
HIGH
LOW
LOW

HIGH

DEVELOPMENT
COsT
30 METERS

INTERMEDIATE
INTERMEDIATE
HIGH
HIGH

oW

*SKYLAB USED SIMILAR CONCEPT
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Section 7

RECOMMENDATIONS

7.0 GENERAL

The preliminary design study of the polymeric materials experi-
ment included investigations into thé flight characteristics, the overall
logistics of the experiment, and experiment hardware desipns. In some
cases, such as the experiment container and the wacuum system the preliminary
design of the equipment is relatively free of the flight requirements. In
other cases, such as the deploynent: mechanisms, additional information would
be required of the orbiter and the flight prior to a preliminary design
definition. Consequently this study has identified the design considerations
and performed preliminary designs where possible., Our reéommendations fall
into two categories; recommendations concerning the experiment and general

recommendations for the ATL flight.

7.1 POLYMERIC MATERTIALS EXPERIPENT RECOMMENDATIONS

A program plan Figure 7-1 has been formulated to identify the
experiment requirements and a level of effort to accompiish those require-
ments in the required time period. We recommend that this program be imple=

mented in a timely fashion.

During the course of this contract it was determined that the
contamination levels associated with the shuttle orbiter may be higher than
originally anticipated., It is recommended that the polymeric materials ex-
periment establish a conrtamination tolerance lewvel which can then be matched

against the orbiter contamination profile,

The shuttle orbiter reaction control system is one of the major
contamination sources. 1In order to provide a protection against comtamina-

tion from this source it is recommended that consideration be given to
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closing the experiment contajiner during maneuvers requiring the reaction

control system,

7.2 ADVANCED TECHNOLOGY LABORATORY RECOMMENDATIONS

During the course of this study Advanced Technology Laboratory

documents were referenced in order to provide a baseline for this experiment.
The following recommendations would provide additional data which could be

used to make a more complete design study.

There are extensive compatibility studies underway of the various

shuttle payloads.

These studies are generally directed to the scientific value and
requirements of the individual experiments and sometimes suffer from the lack
of knowledge of the mechanical operation and properties of the experiment
hardware., Similarily, a preliminary design study, such as this effort, suf-
fers from é lack of knowledge of properties of adjoining experiments. Inte-
gration of such a group of experiments requires knowledge in both areas. A
heuristic approach is recommended for experiment development, Studies, such
as this effort, should be brought to the attention of the group conducting
compatibility studies and conversely, the compatibility studies (lst itera-
tions) should be made available to the experiment designers at the earliest

possible date. Only in this fashion can true compatibility be achieved.

EVA.participation is a case in point, Current studies of EvVA
identify a general astronaut availability and usefulness relative to a per=
centage of experiments. The individual experimenter and the f£light group
must have more information in order to consider astronaut participation. A
scenerio of a flight must be written and the individual experiment deployment
and operation must be specified. Only then can a realistic evaluation be made
~ of astronaut participation. It is recommended that such a study be under-
taken for a potential ATL-1 flight as soon ag information is available from

mission studies,

Since several of the experiments on the ATL-1 flight are sensi-

tive to the anticipated contamination levels of the orbiter, it is recommended
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that consideration be given to a study of active contamination control for
ATIL flights.

In considering abort for the polymeric materials experiment, it
appeared that there were several experiments that would require separation
from the spacecraft in an abort situation. It is therefore recommended
that consideration be given to grouping these experiments in one structural

section which could be separated from the remainder of the pallet in an abort

situation.
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